PROJECT NAME BILL OF BILL SPEC. DIV. PAGE NO.
QUANTITIES NO. NO.
Proposed Artificial Hockey Turf Ground at Reid Avenue, Ground
. 03 3/1
Colombo - 07. Preparation
ITEM ITEM DESCRIPTION QTY. UNIT  UNIT RATE TOTAL PRICE
REF. RUPEES
BILL NO. 03
WORK IN ALL TRADE
EXCAVATION AND EARTHWORK
Note :
a) For the full description of
materials and workmanship
refer "Specification of works",
"Pricing Preambles" and
"Drawings".
b) Rate shall include for all
items are consider the
requirement additional
Specification of works.
EXCAVATION
Site Preparation
3A/01 Clearing site vegetation, bushes, shurbs under
growth hedges and trees and stumps
< 500mm girth and cart away debris from site. 12,700 m? 15.00 190,500.00
Note:
All excavations are measured net.
No allowance made for working
space.
Excavation for foundation trench
commencing from formed ground level.
3A/02 Excavate trenches width > 300mm, depth not
exceeding 1.0m deep. 25 m?3 1,100.00 27,500.00

TO COLLECTION

218,000.00
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3A/03

3A/04

3A/05

3A/06

3A/07

Earth work support

Note:
(a) Provisional quantities of earth work
support are given below.

(b) Payment for earth work support
will only be considered if physically
carried out at the site.

(c) Earth work support shall be carried
out only if specially introduced to
do so by the Engineer.

Earthwork support ; total depth < 1.0m

Distance between opposing faces > 4.0m
commencing from formed ground level.

Disposal
Surface water.

Ground water.

Surface Treatments

Anti-termite treatment "Briflex" or equivalent to
hockey pit from an approved Specialist
Contractor's  specification and  technical
literature and 10 year warranty to be issued in
the name of the Employer.

Filling
Sub grade

Sub grade ( gravel filling ) to excavated pit well
rammed & consolidate with 10 ton mechanical
roller at 200mm thick every layer and can

achive a minimum density of 1,750 Kg/m® &
97% of maximum dry density . Rate shall be
included to filling every layer with a slope of
0.5%.

265

6,265

3,275

Item

Item

1,600.00

250.00

2,000.00

424,000.00

25,000.00

10,000.00

1,566,250.00

6,550,000.00

TO COLLECTION

8,575,250.00
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Aggregate sub base

3A/08 Dense graded 20mm aggregate sub base
( ABC ) on sub grade (measured) spreading
watering and compacting ( 175mm compacted
thickness ). Rate shall be included to filling

every layer with a slope of 0.5%.

Sportcrete base

3A/09 Sportcrete asphalt layer (refer the specification)
shall be not less than 75mm thick & placed
over the compacted sub base (measured).
Rate shall be included to filling every layer with

a slope of 0.5%.
Synthetic turf surfaces

3A/10 Supply & laying synthetic artificial turf on
sportcrete (measured) approved by
International Hockey Federation. Rate shall be
included to maintane a slope of 0.5%
(measured net).

3A/11 "Extra over" for lines and making in specified
colour accorading with International Hockey
Federation

Goal post & portable flags

3A/12 Supply & install free standing hockey gols, light
weight design and completed with netting and
attached weels dimensions approved by
International Hockey Federation.

3A/13 Supply & install portable free standing coner
flags with counter weight base approved by

International Hockey Federation.

910

5,030

5,030

Iltem

nr

nr

4,100.00

1,125.00

16,700.00

100,000.00

25,000.00

3,731,000.00

5,658,750.00

84,001,000.00

250,000.00

200,000.00

150,000.00

TO COLLECTION

93,990,750.00
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3A/14

3A/15

3A/16

3A/17

CONCRETE WORK
Pre cast concrete kerb

Pre cast concrete kerb size 400 x 100 x
250mm high with a layer of BRC steel mesh
reinforcement around the exterior edge of the
synthetic turf field & level shall much with levels
of the synthetic turf.

Pre cast concrete anchor block size 550mm
(average) x 450 x 400mm high with necessay
reinforcement all as per detail drawing.

DRAINAGE SYSTEMS
Strom water drainage

Covered drain type "A" size 250 x (350 -
1400mm) vary deep (Internally) consisting of
100mm thick reinforced concrete grade C25
base reinforced with 10mm diameter tor steel
bars at 150mm centers, 100mm thick
reinforced concrete side walls with 10mm
diameter tor steel bars at 150mm centers,
20mm thick cement and sand (1:3) smooth
cement rendering on all exposed faces on and
including necessary excavation, earth work and
formwork to concrete and pre cast concrete
cover slab size 420 x 380 x 75mm thick with
necessary reinforcement & form work all as per
detail drawing.

Covered drain type "B" size 400 x (550 -
1100mm) vary deep (Internally) consisting of
100mm thick reinforced concrete grade C25
base reinforced with 10mm diameter tor steel
bars at 150mm centers, 100mm thick
reinforced concrete side walls with 10mm
diameter tor steel bars at 150mm centers,
20mm thick cement and sand (1:3) smooth
cement rendering on all exposed faces on and
including necessary excavation, earth work and
formwork to concrete and pre cast concrete
cover slab size 420 x 480 x 75mm thick with
necessary reinforcement & form work all as per
detail drawing.

295

150

57

nr

1,500.00

2,000.00

24,000.00

26,000.00

442,500.00

16,000.00

3,600,000.00

1,482,000.00

TO COLLECTION

5,540,500.00
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Proposed Artificial Hockey Turf Ground at Reid Avenue, Ground

: 03 3/5
Colombo - 07. Preparation

ITEM ITEM DESCRIPTION QTY. UNIT | UNIT RATE | TOTAL PRICE
REF. RUPEES

3A/18 Covered drain type "C" size 600 x (1200 -
1505mm) vary deep (Internally) consisting of
150mm thick reinforced concrete grade C25
base reinforced with 10mm diameter tor steel
bars at 150mm centers, 100mm thick
reinforced concrete side walls with 10mm
diameter tor steel bars at 150mm centers,
20mm thick cement and sand (1:3) smooth
cement rendering on all exposed faces on and
including necessary excavation, earth work and
formwork to concrete and pre cast concrete
cover slab size 420 x 680 x 75mm thick with
necessary reinforcement & form work all as per
detail drawing. 215 m 29,000.00 6,235,000.00

Below ground drainage

3A/19 Excavating trenches; pipes 100 - 200mm
nominal size and average depth of trench <
500mm commencing from formed ground level.
1,450 m 135.00 195,750.00

3A/20 Excavating trenches; pipes 100 - 200mm
nominal size and average depth of trench <
750mm commencing from formed ground level.
280 m 155.00 43,400.00

Pipes
uPVC pipe type 1000
In trenches

3A/21 110mm diameter pipe laid in trench (measured)
and 300 x 300mm sand filling around pipe &
300 x 400mm selected earth back filling all as
per detail drawing. 280 m 2,800.00 784,000.00

3A/22 110mm diameter perforated pipe laid in trench
(measured) and 300 x 300mm x 20mm metal
pack around pipe on and including filter fabric

around trench all as per detail drawing. 940 m 2,900.00 2.726,000.00

3A/23 "Extra over" for reduced (160mm - 110mm) "Y"
bend. 108 nr 5,900.00 637,200.00

3A/24 "Extra over" for 110mm end cap. 108 nr 2,500.00 270,000.00

TO COLLECTION

10,891,350.00
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Proposed Artificial Hockey Turf Ground at Reid Avenue, Ground
: 03 3/6
Colombo - 07. Preparation
ITEM ITEM DESCRIPTION QTY. UNIT UNIT RATE TOTAL PRICE
REF. RUPEES
3A/25 160mm diameter perforated pipe laid in trench
(measured) and 300 x 300mm x 20mm metal
pack around pipe on and including filter fabric
around trench all as per detail drawing. 510 m 5,200.00 2,652,000.00
CHAIN LINK FENCE
3A/26 1.50m height PVC coated hot dipped
galvanized gauge 8 open area 50 x 50mm
chainlink fence consisting of 32mm heavy duty
painted G.l. pipe vertical post at 2400mm
centers one end embedded in 300 x 300 x
600mm concrete pocket and other end cover
with G.l. cap chain link fixed to "J" bolt & PVC
coated wire. Rate shall include for 450 x 32mm
thick class 1 timber board fixed to bottom of
G.l. post with bolt & nut and timber board
painted to two coats of wood presevative & two
coats of enamal paint. 330 m 11,000.00  3,630,000.00
INTERLOCKING PAVING BLOCK
3A/27 60mm thick interlocking cement sand paving
blocks (Grade C30) on well compacted 100mm
thick quarry dust & 50mm thick sand bed joint
& point cement sand mortar. Rate shall include
for finished surface shall have a crossfall of 2%
from the synthetic pitch all as per detail
drawing. 1,365 m? 3,400.00 4,641,000.00
TO COLLECTION 10,923,000.00
GROUND PREPARATION
COLLECTION
Page No. 3/1 218,000.00
Page No. 3/2 8,575,250.00
Page No. 3/3 93,990,750.00
Page No. 3/4 5,540,500.00
Page No. 3/5 10,891,350.00
Page No. 3/6 10,923,000.00
CARRIED TO BILL NO. 3 SUMMARY 130,138,850.00




